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Quality & Reliability
3-Year standard and 
6-Year extended warranty

High Temperature grade 
premium components 
withstand 60°C at full 
load for extended period 
to provide high quality 
and reliability

Multi-Color to easily 
distinguish A & B side 
power feeds

Multi-Device WebGUI 
Enhanced User-Experience 
with/BYOD WebGUI 
which detects the type of 
device and auto adjusts 
the screen for optimal 
experience

Environmental Plug & 
Play Sensors  
Variety of digital sensors 
(environmental & 
rack access) that are 
automatically detected 
by the PDU once 
attached

Real-time Monitoring  
of Power Environmental 
and Physical Access 
Security

Dual 1GB Network 
ports for daisy chaining 
up to 32 iPDUs on a 
single IP address and 
network switch port

High Power Density & 
Compact Form-Factors 
maximize cabinet space

Hot-Swappable & 
Upgradable Controller 
with large OLED display 
and high contrast ratio

USGv6 Certified IPV6 
Stack Tested and 
validated by 3rd Party 
to certify the IPV6 
stack to USGv6 levels

Secure supply 
chain with 
Code Signing

All-in-One 
Solution

For more information, visit www.panduit.com/pdu 

G6 iPDU

Provides Transparency to True Power Consumption.  
Complete Environmental Monitoring and Controlling Security at the Cabinet Level.

https://pages.panduit.com/Power-Distribution-Units-LP.html

